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Abstract 
 
This report documents the design at Sandia National Laboratories (SNL) of the largest known 
conical shaped charge (CSC).  This CSC was designed specifically to generate a very large 
hole diameter and a substantial jet penetration depth in hard rock and concrete structures as 
part of the Cruise Missile Program.  The charge will fit in the existing volume between the 
missile body and the PEN-X penetrator weapon that it carries.  The CSC jet produces a 
precursor hole in a hard rock or concrete target with a hole profile such that the penetrator 
deceleration loads are reduced sufficiently to allow the weapon components to function 
successfully at maximum penetration depth.  Additionally, the precursor hole will allow 
substantially deeper penetration into the target to obtain good coupling at the rock or concrete 
interface, thus allowing the maximum shock or stress wave transmission into the target when 
the weapon is detonated.  A parametric study was conducted using the Shaped Charge 
Analysis Program (SCAP) code to design this 28 inch outside diameter by 28.5 inch long 
CSC.  The total charge weight was about 900 pounds.  The total weight of Octol explosive 
was about 600 pounds. 
 
Testing was conducted on schedule on November 23, 2002, at Myer’s Ridge, Tonopah 
Test Range.  The target was Sidewinder Tuff rock.  The test was a complete success.   
Below the surface crater (below 15 inches), the hole diameter remained constant at 10 
inches diameter (hole diameter predicted by SCAP was 11.3 inches) up to the maximum 
measured penetration depth of 19.5 feet (penetration predicted by SCAP was 18.9 feet).   
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NOMENCLATURE 

 
 
AOLLC American Ordnance LLC  
CSC Conical Shaped Charge 
CTH C to the Third power, SNL hydrocode 
EBW Exploding Bridgewire Detonator 
HMX Octahydro-1,3,5,7-tetranitro-1,3,5.7-tetrazocine 
Octol Explosive, 75% HMX, 25% TNT 
PETN 2,2-bis[(nitroxy)methyl]-1,3-propanediol,dinitrate 
Primasheet PETN based plastic, sheet explosive/formerly Detasheet 
RISI Reynolds Industries, Inc.  
SCAP Shaped Charge Analysis Program  
SNL Sandia National Laboratories  
SOP Safe Operating Procedure  
TETRYL N-methyl-n,2,4,6-tetranitrobenzenamine 
TNT 2-methyl-1,3,5-trinitrobenzene 
TTR Tonopah Test Range 
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1. INTRODUCTION 
 
This report documents the design at Sandia National Laboratories (SNL) of the largest known 
conical shaped charge (CSC).  The CSC design is shown in Figure 1, and the hardware is 
shown in Figures 2–10.  This CSC was designed specifically to generate a very large hole and 
a substantial jet penetration depth in rock and concrete structures as part of the Cruise Missile 
Program.  The charge fits in the existing volume between the missile body and the PEN-X 
penetrator weapon that it carries.  The CSC jet produces a precursor hole in a hard rock or 
concrete target with a hole profile that has the following benefits: 
 

1. The penetrator deceleration loads are reduced sufficiently to allow the weapon 
components to function successfully at maximum penetration depth, 

2. It also helps prevent rebound of the penetrator from hard targets, 

3. It may help reduce target uncertainties, and  

4. The precursor hole will allow substantially deeper penetration to obtain good coupling 
at the rock or concrete interface, thus allowing the maximum shock or stress wave 
transmission into the target when the weapon is detonated.    

 
A parametric study was conducted using the Shaped Charge Analysis Program (SCAP) code 
to design this 28 inch outside diameter by 28.5 inch long CSC.  The total charge weight was 
about 900 pounds.  The total weight of Octol explosive was about 600 pounds.  This very 
large shaped charge was designed in a month and a half without any development testing, 
peer review, etc., as is customary for similar designs at SNL.    
 
The requirements or goal for this CSC design was to generate an entrance hole of 12 to 15 
inches diameter (below the surface crater) in tuff rock with a minimum jet penetration depth 
of 15 feet.  The SCAP-predicted depth of jet penetration in tuff rock was about 19 feet.  The 
SCAP-predicted diameter of the tuff entrance hole was about 11 inches.  
 
The program requirements were for a fast-track program that relied heavily on previous SNL 
CSC design, computer codes modeling/simulation, fabrication, testing, and experience.  
References 1–63 document some of SNL’s previous shaped charge design work. 
 
The first test using the large CSC was conducted at Tonopah Test Range (TTR), Nevada, into 
a Sidewinder Tuff rock formation target on November 23, 2002.  A second large CSC will be 
designed to generate a similar hole in about a 20-foot cubical concrete structure.   
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2. REQUIREMENTS 
 

2.1 Tuff Rock Target Hole Requirements 

The Sidewinder Tuff rock target requirements are as follows: 

a. Hole Geometry 

1. Depth:  15 ft minimum 

2. Diameter:  12–15 inches 

3. Profile:  As close to cylindrical as possible 

b. Target Properties 

1. Design 1:  Sidewinder Tuff rock (see Table 2) 

2. Design 2:  Concrete:  5000 psi concrete with aggregate, no rebar 
 

2.2 Shaped Charge Limitations/Requirements 
 
The shaped charge limitations and requirements are as follows: 

a. Standoff 

1. Optimum standoff to meet hole requirements 

b. Total Weight 

1. Less than or equal to 971 pounds 

c. Shaped charge geometry 
 

1. Diameter (including explosive housing/tamper): 

28 inches if integral with missile fuselage (would be limited to aluminum 
tamper if integral) 

2. Length:  <= 28.5 inches 

d. Materials 

1. No limitations on liner or tamper materials or thickness 
 

2.3 Schedule Requirements 
 

a. Test CSC design 1 into Sidewinder Tuff rock target at Tonapah Test Range, 
Nevada, in November 2002. 

b. Test CSC design 2 into concrete target at SNL in 2003. 
 
Table 1 lists the major milestones, and schedule for this project.   
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SNL explosive weapons components have typically taken several years for conceptual 
design, modeling, analyses, fabrication, development testing, peer review, final design, 
fabrication, testing, and final documentation.   
 
The desired schedule and budget did not permit the normal procedures to be followed.  
This CSC was designed in a month and a half, the design drawings were completed in one 
week, the materials and fabrication source were obtained in about two weeks, the CSC 
hardware and TTR test support structures were fabricated in six weeks, and the explosive 
loading was completed in five weeks.  
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3. FIRST SHAPED CHARGE 
 
The design of the first large shaped charge was expedited and took the fast, higher risk 
path because no development work could be conducted with this project.  The project 
started in July 2002, and its goal was to design, fabricate, load with explosive, and deliver 
the first shaped charge by November 2002.  
 

3.1 Target Modeling 
 
Initially, some Sidewinder Tuff rock parameters were available, and others were 
calculated or estimated in order to model this target material.  Some of the Sidewinder 
Tuff rock parameters are listed in Table 2. 
 

3.2 Explosive 
 
Ideally, a high-density HMX-type explosive that can be cast, pressed, or machined was 
desired.  Generally, for a secondary-type explosive, the higher the density, the better is the 
desired metal-driving ability for conical-liner collapse.  The much lower performing 
COMP-C4 explosive could have been used as a last resort if time and budget would not 
allow the use of the higher density HMX-type explosive.  
 
Pressed HMX explosive would yield the highest density (about 1.9 g/cc); however, the 
tooling, dies, etc., were too expensive to pursue.  The HMX explosive is relatively more 
expensive than most other explosives. 
 
Cast explosive (i.e., Octol) was next considered because it has a high enough density of 
about 1.8 g/cc and consists of 75% HMX and 25% TNT.  Three explosive casting sites for 
loading the required 600 pounds were identified:  American Ordnance LLC (Middletown, 
Iowa), New Mexico Institute of Mining & Technology (Socorro, NM), and Stanford 
Research Institute (Palo Alto, CA).  All three sites could do the job, but only American 
Ordnance could do the job within the time and budget constraints.  The Octol explosive 
parameters are listed in Table 3. 
 

3.3 Shaped Charge Liner 
 
Ideally, a high-density, ductile liner material would have been used to meet the 15-foot jet 
penetration depth requirement.  However, the real challenge with this large shaped charge 
design was in generating the very large entrance hole diameter (12–15 inches) required.  
 
3.3.1 Liner Mechanical Impedance 
Theoretically, a material of relatively low impedance (density times sound speed) 
matching the mechanical impedance of Sidewinder Tuff would allow the maximum 
kinetic energy transfer from the penetrating jet material.  This unproven concept makes a 
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lot of sense for generating large hole diameters in tuff, although if the jet density is too 
low, then the desired maximum jet penetration is harder to achieve. 
 
3.3.2 Liner Density 
The liner density is the dominant parameter for determining the jet penetration depth in 
the target material.  Therefore, liner materials like tungsten, gold, platinum, depleted 
uranium, tantalum, etc., would be desired if maximum penetration were the most 
important requirement.  Most of the above materials were immediately omitted because of 
expense, safety, or hazardous materials considerations.  Bimetallic materials, a trumpet-
shaped liner geometry, and variable thickness liners were also considered, but they were 
omitted in the design consideration because of added costs in fabrication.  Finally, 
aluminum, copper, and tungsten liner materials were considered. 
 
Aluminum – Aluminum 6061-T6 was one of the three materials considered for this CSC 
design.  This aluminum is ductile (allows for jet to elongate considerably before 
particulation or breakup), common, and relatively inexpensive. 
 
Tungsten – Tungsten was another of the liner materials considered.  The mechanical 
impedance for this material is much higher than that of tuff.  The maximum jet penetration 
depth could easily be obtained with tungsten.  However, the desired large hole entrance 
diameters could not be obtained with reasonable or practical liner thickness.  Additionally, 
material costs were beyond the program budget. 
 
Copper – Copper was the final material considered, and it was chosen for the final design.  
The mechanical impedance of copper provides a compromise between the much higher 
impedance of tungsten and the much lower impedance of aluminum and allows the 
generation of relatively large diameter holes in tuff with sufficient jet penetration.  Copper 
is ductile, common, and inexpensive relative to higher density materials.  A spin-cast 
process was used to more economically fabricate the copper liner.  Molds were made of 
the desired geometry of the liner.  The copper was injected into the spinning mold.  
Ultrasonic methods were used to inspect the final liner configuration to assure that there 
were no voids or air pockets in the liner.  The liner inside and outside surfaces were 
machined to the final dimensions.  The design of the 28-inch outside diameter copper liner 
is shown in Figure 1, and the liner is shown in Figures 2 and 3. 
 

3.4 Explosive Housing/Tamper 
 
The explosive housing or tamper material selected was aluminum 6061-T6.  Steel or a 
higher density material was desirable but would have caused the CSC total weight to 
exceed the limitation of 971 pounds.  For structural considerations, the minimum 
aluminum thickness was 0.75 inch, which is the final thickness selected.  The explosive 
housing is shown in Figures 4, 5, and 6. 
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3.5 Liner Retainer Ring/Explosive Cover Plate 
 
The threaded aluminum ring for retaining the conical copper liner in the explosive housing 
is shown in Figure 7.  The 0.25 inch thick by 16 inch diameter aluminum explosive cover 
plate is shown in Figure 8.  A 0.5 x 40 x 40 inch (plate only; fork lift tines are about 3 x 4 
inches) steel platform supports and is permanently attached to the CSC (Figure 9).   
 

3.6 Conical Shaped Charge Assembly 
 
The piece-part and assembly drawings for the final CSC design are shown in Figures A1–
A6 in Appendix A.  The CSC hardware assembly is shown in Figure 10.  This is the 
configuration shipped to American Ordnance in Iowa for Octol explosive loading.  
Additional shaped charge hardware assembly photos are included in Figures B1–B10 in 
Appendix B. 
 

3.7 Detonator 
 
One RP-1 Exploding Bridgewire Detonator (EBW) was used to initiate the explosives.  
This is a detonator produced by Reynolds Industries, Inc. (RISI) (ref. 64).  The detonator 
output end is 0.405 inch in diameter.  The detonator body length is 1.2 inches.  The 
detonator contains 251 mg of PETN explosive initiating charge followed by 375 mg of 
RDX explosive main output charge for a total of 626 mg of explosive.   
 
The detonator firing parameters are as follows (ref. 64): 

1. Threshold bridgewire burst current:  190 amps 

2. Threshold voltage:  500 volts 

3. Function time:  2.75 microseconds ± 0.025 microsecond 
 

3.8 Booster Charge 
 
The booster charge was used on this design only because no development tests were 
conducted prior to this one-of-a-kind full-scale test and therefore provided additional 
assurance of initiating the Octol main charge.  The initial design included an inert material 
between this booster charge and the main charge to produce the wave shaping of the 
detonation wave initiating the main charge.  This technique is used when a flatter 
detonation wave profile is desired, and generates higher jet tip velocities and longer jets, 
resulting in deeper penetrations in the given target.  At the last minute, it was decided that 
the wave shaper technology was not necessary for this design, but the booster charge was 
left in the design anyway.  The booster charge chosen was Primasheet 1000 (formerly 
Detasheet 1000) explosive.  This a PETN-based explosive.  The density is about 1.46 g/cc.  
The detonation velocity is 6.8 mm/microsecond.  The composition is 80% PETN, 19% 
nitrocellulose, 0.5% dimethyl dinitro butane, and 0.5% ATC binder. 
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3.9 Booster Pellets 
 
Two each 0.5 inch diameter by 0.5 inch long Tetryl explosive pellets were installed 
between the RP-1 detonator and the Primasheet booster charge.  The Tetryl explosive 
density is about 1.71 g/cc.  The detonation velocity is 7.85 mm/microsecond.  The 
detonation pressure is about 260 Kb.  The heat of formation is +4.67 Kcal/g.  The atomic 
composition is C7H5N5O8. 
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4. SHAPED CHARGE MODELING/SIMULATION 
 
The Shaped Charge Analyses Program (SCAP) (refs. 2 and 3), was used for the 
modeling/simulation analyses, including a parametric study of the CSC parameters for the 
first shaped charge design.  This is an analytical code that can be used to economically 
conduct parametric studies for shaped-charge design.  The more expensive CTH 
hydrocode (ref. 65) was used to model the final design from the SCAP analyses as an 
independent check on the final design.  The CTH code predictions and comparisons with 
the SCAP code predictions data will be published separately in the near future.   
 

4.1 SCAP Code Description 
 
SCAP is an interactive modeling code developed at SNL to assist in the design of shaped 
charge components.  Design requirements for SNL applications need not correspond to typical 
conventional weapon shaped charge requirements.  Miniaturized components, specialized 
materials, and nonstandard designs open the way for possible unique modeling requirements.  
The need for an in-house SNL code with maximum modeling flexibility and ease of use has 
led to the development of SCAP. 
 
SCAP is user friendly and very inexpensive to run.  It is designed for flexibility in shaped 
charge device configuration, choice of competing modeling techniques, and implementation 
of new models for various parts of shaped charge jet formation and penetration phenomena.  
The code at present contains models for liner acceleration, jet formation, jet stretching and 
breakup, jet penetration, and confinement motion.  Different models are available for some 
portions of the code and may be chosen via a menu format.  Few a priori assumptions are 
built into the code with the intent that the program structure should allow the modeling of 
devices of nonstandard design.  For example, derivatives needed in the analysis are computed 
via interpolation rather than from formulas based on geometric assumptions.  The result is a 
code that is conceptually simple and well structured. 
 
SCAP is written in FORTRAN 77 and is currently run on PC systems at SNL using Version 
5.0 of Microsoft FORTRAN.  The code produces both hardcopy output listings and graphical 
output.  Plotting portions of the code allow creation of a movie of the jet formation process 
and utilize the high-level plotting package RSCORS, developed at Sandia.  Any SNL-
supported black-and-white or color plotting device may be used with SCAP.  The code is 
most convenient to run on dual alphanumeric and graphics terminals.  The code also accesses 
an ordinary differential equation solver in the SNL SLATEC mathematical subroutine library.  
Information and/or assistance relative to RSCORS and the SLATEC library may be obtained 
from the Computer Consulting and Training Division at SNL.  However, the SCAP user need 
not be familiar with the details of these systems.  The user must only obtain the appropriate 
device codes for his particular plotting output devices. 
 
References 2 and 3 give background information on shaped charge phenomena and give the 
rationale behind the use of a shaped charge analysis code.  Initialization and zoning formats 
for the code, liner acceleration and motion, jet formation, jet breakup and jet penetration 
models, and a short comparison of code results with experimental data are also discussed in 
these references. 
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For code validation, it was desirable to obtain any experimental data for shaped charge 
jets or projectiles penetrating tuff rock or any other similar geological material.  The 
previous data (ref. 41) for shaped charge jets penetrating tuff rock formations at the TTR 
with much smaller CSCs were used to validate the SCAP code. 
 

4.2 SCAP Code Parametric Study Analyses 
 
The SCAP analytical code was chosen to conduct this parametric study because it was the 
only code that could be used to stay within the time and budget constraints of this 
program.  SCAP runs the complete problem in less than 15 minutes for most 
configurations.  Each run produces output data for 20–30 different standoffs.  Using a 
hydrocode like CTH, which takes overnight computing times per two-dimensional run, to 
produce data for only one standoff would take an enormous amount of time and money to 
conduct a parametric study as was done here with SCAP.  A SCAP code input file is 
shown in Table 4. 
 
The CTH hydrocode was used to model the final SCAP-predicted CSC design in order to 
obtain an independent check on the final parameters.  The CTH hydrocode should produce 
more accurate output data because it requires and uses Equation of State parameter input 
data for every different material in the CSC design and target.  The CTH code was used to 
vary the following Sidewinder Tuff parameters:  unconfined compressive strength, 
fracture stress, and Poisson’s ratio. 
 
The SCAP code was used to conduct a parametric study to evaluate the effects on hole 
profile (diameter versus depth) and penetration depth while varying the following 
parameters: 
 

1. Charge diameter, 

2. Liner material, 

3. Liner apex angle, 

4. Liner Thickness, 

5. Explosive geometry,  

6. Explosive type,   

7. Explosive housing material, and  

8. Explosive housing thickness. 
 
Because of the tight schedule, this study was conducted with the limited tuff rock 
parameters that were available at that time.  Some of the mechanical properties were for 
Antelope or Yucca Mountain Tuff.  Other necessary parameters were calculated.  Late in 
the study when more Sidewinder Tuff parameters became available, some of the SCAP 
models were rerun with the updated data. 



 

20 

The following summarizes the many SCAP runs conducted during this parametric study.  
These data are included in Appendices C through E for copper, aluminum, and tungsten 
conical liners, respectively. 
 
4.2.1 Copper Liner 
Appendix C includes the parametric study data for the copper liner.  Table C1 lists the jet 
penetration and hole diameter data for the copper liner.  This table lists the charge length, 
standoff (S.O.), liner apex angle, liner thickness, maximum jet penetration, entrance hole 
diameter, diameter of the hole at maximum jet penetration, jet tip velocity, and jet 
diameter.  The charge length varied from 20.5 to 28.5 because the available length 
requirement was changed during this study.  The table lists only a sample of the total 
SCAP runs during this study.     
  
Table C2 lists the jet penetration, hole diameters, and jet tip velocity for varying primarily 
the liner apex angle from 60 to 100 degrees.  Data for several liner thicknesses, charge 
lengths, and standoffs are included in this table.  For Figures C1–C6, the points indicated 
by the symbols are data predicted by the SCAP code, and the solid lines are the least 
squares fit to the data.  Figure C1 shows the jet penetration versus liner apex angle.   
 
Table C3 shows the effect of varying the liner thickness at a constant 80° apex angle.  In 
accordance with the data of Table C3, the entrance hole diameter increases for thicker 
liners, but the maximum jet penetration decreases.  Figure C2 shows the jet penetration 
versus liner thickness.   
 
Table C4 lists the jet penetration, and hole diameters for varying the CSC standoff from 0 
to 145 inches for a 0.75-inch thick, 80° apex liner.  The jet penetration increases with 
increasing standoff up to 83 inches, while the entrance hole diameter decreases from 18 to 
9 inches.  The bottom hole diameter remains about the same. 
 
Figure C3 shows the entrance hole diameter versus liner apex angle.  Figure C4 shows the 
diameter at the maximum jet penetration versus apex angle.  Figure C5 shows the entrance 
hole diameter and jet penetration versus standoff.  Figure C6 shows entrance hole 
diameter versus jet penetration for aluminum, copper, and tungsten liners. 
 
4.2.2 Aluminum Liner 
Table D1 lists the jet penetration, hole diameter, and jet velocity data for various 
aluminum liner apex angles from 60 to 90 degrees.  For each apex angle, data for several 
liner thicknesses, and standoffs are included in this table.  The main conclusion from these 
data is that the penetration is well below the desired 15 feet.  Larger than 15-foot 
penetrations can be obtained with an aluminum liner, but the apex angle has to be 
decreased to about 45 degrees before the jet hole diameter is well below the 12-inch 
minimum requirement. 
 
Table D2 lists the jet penetration and hole diameters for varying the CSC standoff from 0 
to 669.3 inches.  The jet penetration increases to 6.6 feet with increasing standoff up to 
105.5 inches and then decreases while the entrance hole diameter decreases from 24 to 12 
inches.  The bottom hole diameter remains about the same. 
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4.2.3 Tungsten Liner 
Table E1 lists the jet penetration, hole diameter, and jet velocity data for various tungsten 
liner apex angles from 60 to 90 degrees.  For each apex angle, data for several liner 
thicknesses and standoffs are included in this table.  The entrance hole diameters vary 
from 11.3 to 8.5 inches for apex angles from 60 to 90 degrees, respectively.  The jet 
penetration can be more than twice the desired 15-foot depth.   
 
Tungsten was dropped from consideration a liner material when we learned the material 
and fabrication of the liner would cost more than $60,000. 
 

4.3 SCAP CODE FINAL DESIGN OUTPUT 
 
Table 4 shows the SCAP code input file.  SCAP-code-predicted optimum standoff, jet 
penetration, entrance hole diameter, bottom hole diameter, and jet tip velocity data are 
listed in Table 5, comparing aluminum, copper, and tungsten liners.  The input parameters 
in this table are described in detail in reference 2.  Final calculated CSC component 
weights are listed in Table F1 in Appendix F.  Figure 11 shows the SCAP code model 
geometry.  The copper liner collapse and jet formation process is shown in Figures 12–17 
for times after explosive initiation of 75, 150, 250, 350, 450, and 550 microseconds, 
respectively.  The detonation wave in the explosive has just reached the base or end of the 
explosive at a time of 75 microseconds as shown in Figure 12.  At 550 microseconds 
(Figure 17), the jet is 80.7 inches long.  Figure 18 shows that the maximum jet tip velocity 
is 0.51 cm/microsecond in accordance with the top curve and the jet formation model used 
in this analysis.  As shown in Figure 18, bottom curve, the slug velocity is about 0.05 
cm/microsecond.  Figure 19 shows a maximum aluminum explosive housing velocity of 
about 0.34 cm/microsecond.   
 
Figure 20 shows the jet penetration into Sidewinder Tuff versus standoff (20 different 
standoffs).  As shown in Figure 20, the optimum standoff for maximum jet penetration is 
about 74.8 inches or about 2.8 conical liner inside diameters.  The finally selected standoff of 
58.3 inches or 2.2 conical liner inside diameters is also indicated on Figure 20.  Because 
generating the relatively large diameter hole was seen as the biggest challenge in the design of 
the CSC, the smaller standoff near the optimum was more desirable.  The actual standoff for 
the test was 4 feet 6 inches or 54 inches (Figure 28).  The slightly lower standoff was a result 
of having to use screw jacks in the support structure to correct for the uneven rock surface and 
also for intentionally tilting the fixture 2 degrees to ensure that the penetrator did not impact 
the crater generated by the CSC jet.  Measured weights of all final design hardware, including 
shipping hardware, are listed in Table 6. 
 

4.4 SIDEWINDER TUFF ROCK PARAMETERS 
 
The Sidewinder Tuff rock parameters are listed in Table 2.  Many of them were not 
available until the SCAP parametric study was almost completed.  Therefore, most of the 
study was conducted using initial tuff properties that were calculated, assumed to be like 
other tuff rock (Antelope Tuff, Yucca Mountain Tuff, etc.), or estimated.  A couple of 
SCAP runs were made with some of the current Sidewinder Tuff parameters.    
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Sidewinder Tuff coring samples were taken at the Myer’s Ridge test site selected at TTR 
just before the test was conducted.  Some of these core samples will be tested at a civil 
engineering laboratory  to determine the material density, unconfined compressive 
strength, confined compressive stress, strain rate parameters, etc.  When these data are 
available, and if the tuff properties differ significantly from the values used in SCAP and 
CTH modeling/simulation work, then additional runs will be conducted with these codes. 
 

4.5 TUFF ROCK PENETRATION PREDICTIONS 
 
The jet-generated hole profile in the tuff rock using the final CSC design is shown in 
Figure 21.  The surface crater diameter is 21.3 inches.  Below the surface crater, the 
entrance hole diameter is about 11.3 inches, which is close to the desired 12-inch 
minimum diameter.  The diameter at the bottom of the hole is about 5.2 inches.  The 
maximum jet penetration is about 18.9 feet, which is larger than the desired minimum of 
15 feet.  
 
The SCAP-code-predicted data are shown in Figures 22–27.  The jet penetration depth 
versus time data are shown in Figure 22.   The jet penetration as a function of jet velocity 
is shown in Figure 23.  The accumulated jet mass versus jet velocity data are shown in 
Figure 24.  The accumulated jet momentum versus jet velocity data are shown in Figure 
25.  The accumulated jet kinetic energy versus jet velocity data are shown in Figure 26.  
The jet generated hole volume versus standoff is shown in Figure 27.   
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5. SHAPED CHARGE FABRICATION AND TESTING 
 
The shaped-charge hardware was fabricated by Accurate Machine in Albuquerque, NM, 
and was completed on October 1, 2002.  The shaped charge hardware was shipped to 
American Ordnance LLC (AOLL) for loading with Octol explosive in mid October 2002. 
 

5.1 SHAPED CHARGE EXPLOSIVE LOADING 
 
Octol explosive was selected for this shaped charge.  This is a high-density (1.8 g/cc), cast 
secondary explosive with good metal driving capability (for collapse of conical liner).  It 
is a mixture of 75% HMX and 25% TNT explosives.  The casting of this large amount of 
explosives is expensive, but it is still only a fraction of the amount for a 100% pressed 
HMX explosive (density of about 1.9 g/cc). 
 
The explosive loading for this large CSC was performed at AOLLC in Middletown, Iowa, 
at the Iowa Army Ammunition Plant.  AOLLC was the only company that could do the 
job in a cost-effective, timely manner for this program. 
 

5.2 FIRST SHAPED CHARGE TEST AT TTR 
 
The first test with this large shaped charge was conducted on November 23, 2002 at the TTR, 
Nevada. 
 
The shaped charge was positioned at about a 54-inch standoff (Figure 28) from the surface of 
a large Sidewinder Tuff rock formation (about 20+ feet diameter by about 22 feet deep) at the 
Myer’s Ridge test site. 
 
The CSC standoff and penetrator support structure is shown in Figure G1 in Appendix G.  
This steel structure weighs about 5,000 lb and stands about 16 feet high.  The instrumented 
BLU-109 penetrator shell or body used in this test is about 96 inches long.  The shaped charge 
is about 28.5 inches long. 
 
A 30-inch inside diameter by 0.25-inch thick by 97.5-inch long steel cylinder was installed 
above the CSC and around the penetrator unit to simulate the Cruise Missile body as shown in 
Figures G1 (Appendix G).  This is done to contain the blast wave as a Cruise Missile would, 
yielding more accurate blast environment on the penetrator.  Figure G2 is a drawing of the 
steel support structure and the cylinder simulating the missile body.   
 
A photo of the steel support structure is shown in Figure G3.  The part of the steel structure 
that supports the shaped charge is shown in Figure G4.  The cylinder simulating the missile 
body is shown in Figure G5.  Figure G6 shows the steel plate that was bolted to the base of 
the penetrator as shown in Figures G7 and G8.  The plate with penetrator and cylinder 
attached was then bolted on top of the steel structure.   
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5.2.1 Assembly and Test Procedure 
A very brief final assembly describing the procedure utilized is as follows: 
 
1. The CSC/penetrator support structure was positioned on the surface of the tuff rock 

formation. 

2. Screw jacks built into the four legs of the structure were used to level or orient the 
structure at about a 2-degree tilt relative to a normal or perpendicular orientation to the 
tuff rock surface to avoid having the penetrator impact the CSC-generated hole. 

3. The penetrator was installed (using a large fork lift, cherry picker, or other heavy 
equipment) on the steel missile body simulation cylinder (8 each, 0.625-inch-diameter 
bolts were used to attach the penetrator to the cylinder) as shown in Figure G8.  

4. The steel missile body simulation cylinder, including the penetrator, was then installed in 
the support structure as shown in Figure G1. 

5.  A small forklift was used to lift the shaped-charge assembly and slide it into the area of 
the support structure below the penetrator/cylinder assembly as shown in Figure G1. 

6. The RP-1 detonator and two Tetryl pellets (about 0.5 inch diameter by 0.5 inch long) were 
then installed in the port on the top aluminum plate explosive cover. 

7. Personnel were evacuated to the safe distance (predicted to be greater than 3,000 feet; 
personnel were actually located 9,890 feet from the CSC), and the CSC was initiated. 

 
5.2.2 SCAP Code Predictions vs.TTR Test Results 
This section documents the test results from the first shaped charge test to complete this 
portion of Phase I of the PEN-X Program.   
 
The SCAP code analyses to design this large CSC were started in the middle of June 
2002.  All tasks, including conducting the test, were conducted in about five and a half 
months.  Developing an explosive component, the largest CSC ever, without development 
testing, peer review, etc., is an unprecedented accomplishment.  Previously, the design, 
drawings, development, fabrication, explosive loading, testing, etc., typically took well 
over one year.  The work of the Sandia California and New Mexico and Tonopah 
personnel was outstanding and allowed this portion of Phase I of this program to be 
accomplished in a timely manner.   
 
The test was conducted on schedule on November 22, 2002, at Myer’s Ridge, TTR, at 
3:00 p.m.  The test was a complete success.  Figure 28 shows the penetrator, CSC, and 
measured post-test hole profile in the tuff rock.  Table 7 compares the tuff rock hole 
parameters predicted by the SCAP code with the post-test measurements and the desired 
values of the PEN-X Program.  As indicated in Figure 28 and Table 7, the generated hole 
profile in the Sidewinder Tuff rock is very close to the SCAP-code prediction and PEN-X 
Program desired profile.  Figure 28 (side view) shows that the tuff surface spall diameter 
was about 87 inches on top, the actual crater diameter below the spall area was about 36 
inches and narrowed to about 28 inches at a 7 inch depth.  Below the surface crater (below 
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16 inches), the hole diameter remained constant at a diameter of 10 inches (the hole 
diameter predicted by the SCAP code was 11.3 inches near the entrance and tapering to 
7.0 inches at the bottom) to the maximum measured penetration depth of 19.5 feet (SCAP-
code-predicted penetration was 18.9 feet).  Typically, hole diameter decreases with 
increasing depth, which suggests that the copper slug following the high-velocity jet or 
some other hard material may have plugged the hole at the 19.5 foot depth.  Therefore, the 
actual jet penetration depth could be several feet deeper than was measured.  A core rig 
will drill through the slug to determine the geology below the slug, and the total depth of 
penetration of the jet.  From the three core samples taken around the jet impact area, this 
20.5 foot by 24.6 foot, Sidewinder Tuff rock was about 20 to 22 foot deep.  Below this 
depth, the core samples showed sandy type soil.  The jet may have penetrated the entire 
depth of tuff.  
 
Figure 28 also shows a top view of the tuff dimensions, the hole produced by the shaped 
charge, the location of the radial cracks in the tuff, and the locations of the three core 
samples taken in the tuff.  
 
Table 8 lists some additional information that was not included in Table 7.  This table 
includes summary information about the CSC, explosives, detonator, standoff (54 inches), 
test site location (Myer’s Ridge), test date, ambient temperature, test time, fireset location 
from CSC, instrumentation trailer location from CSC, personnel location from CSC 
during test, etc. 
 
Figure 29 shows the overall test configuration including the steel, CSC, and penetrator 
support structure in the center, missile simulation cylinder, radiator hose housing for the 
instrumentation cables, and the wire rope between two steel towers supporting the four 
radiator hoses.  Figure 30 shows the CSC installed in the steel support structure.  The 
installed RP-1 detonator, shaped charge, BLU-109 nose, steel cylinder simulating the 
missile body, and some of the steel support structure are shown in Figure G9.   
 
Figure 31 shows the post-test configuration of the CSC jet-generated hole, penetrator, 
steel support structure, and other metal debris.  The center of gravity of the penetrator 
landed 13 feet from the hole.  The pre-test configuration, steel support structure, etc., was 
intentionally tilted about 2 degrees in this direction.  The long, rectangular steel plate from 
the CSC support platform landed over the hole as shown in Figure 31.  The section of the 
steel support structure below the level of the CSC landed about 20 feet from the hole as 
shown in Figure 31.  The remaining steel plates, etc., in this figure were part of the steel 
CSC support platform.  The surface area around the jet-generated hole is shown in Figure 
32 after the tuff rock surface was cleaned.   
 
Figure 33 shows the penetrator nose with the approximately 5-inch-long nose cone section 
(bolts to the penetrator main body) missing.  Figure 34 shows the penetrator nose cone 
recovered tens of feet from the hole.  The weld area of the nose cone piece failed during 
the test with the threaded part still attached to the penetrator. 
 
All hardware located above the CSC was scattered over the test area between the hole and 
probably as far as 1,400 feet (predicted distance for aluminum explosive housing 
fragments).  The smaller aluminum missile fragments from the explosive housing were 
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more difficult to find.  Larger steel fragments were found as far as between 900 to 1,000 
feet.  Figure G10 shows the locations relative to the shaped-charge-generated hole of the 
BLU-109 penetrator  steel support structure and other fragments located after the test. 

 

5.3 SECOND SHAPED CHARGE DESIGN 
 

The second shaped charge will be designed in the near future and tested in about August 
2003.  The test site is unknown at this time.  The design of this charge will require the 
same steps as for the design of the first charge except that the target will be concrete.  The 
desired hole profile may be different. 
 
A Davis Gun System at TTR will be used to fire an instrumented penetrator into the CSC-
generated hole in the Sidewinder Tuff in January 2003.  Acceleration measurements 
during this test will be used to determine whether a larger or smaller hole will be 
necessary in the concrete target for this second test.  The deceleration level must be below 
a certain threshold for all components to function successfully. 
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6. SUMMARY 
 
The design at Sandia National Laboratories of the largest known CSC has been presented.  
The CSC hardware was fabricated, loaded with Octol explosive, and successfully tested at 
TTR.   
 
The SCAP code was used to conduct a parametric study to select the CSC geometry, 
explosive, liner material, explosive housing material, and CSC standoff from the 
Sidewinder Tuff rock to meet the program requirements.  The final CSC design was 
selected from the SCAP predictions resulting from the parametric study.  Table 5 
compares SCAP code predictions for aluminum, copper, and tungsten conical liners. 
 
The jet characterization parameters, jet penetration depth, and hole diameters in 
Sidewinder Tuff rock predicted by the SCAP code were presented.  The hole profile 
predicted by  the SCAP code agrees very well with the measured data from the TTR test 
as shown in Table 7. 
 
The CTH hydrocode was used to model the final SCAP-predicted CSC design in order to 
obtain an independent check on the final parameters.  The CTH hydrocode should produce 
more accurate output data because it requires and uses Equation of State parameter input 
data for every material in the CSC design.    
 
The CTH code was used to vary the following Sidewinder Tuff parameters: 
 

1. Unconfined compressive strength, 
2. Fracture stress, and 
3. Poisson’s ratio.  

 
The comparisons of the SCAP code, CTH code, and test results or data will be published 
in the near future. 
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Table 1.  Milestone Chart for Design of Shaped Charge 
 

MILESTONE 
DESCRIPTION 

TIME 
(weeks) 

DATE 
COMPLETED 

Planning 5 6/11/02 
   Kickoff Meeting (0)   
   Target Penetration Requirements   
   CSC Design Requirements   
   Schedule   
   Cost Estimate Plan   
   Project Plan   
   Explosive Selection   
   No. of Full Scale Targets (1 Assumed)   
   No. of Full Scale Tests (1 Assumed)   
SCAP Code Analyses 8 8/13/02 
   Target Parameters   
   CSC Parameters   
   Validation Runs   
    Parametric Study   
    CSC Design 1   
    Conceptual Design Review Meeting   
Final CSC Design 1 8/20/02 
   Evaluation of SCAP Analyses   
   Evaluation CTH Analyses   
   Final CSC Design Selected   
   Final Design Review Meeting   
CSC Fabrication (2) 5 9/27/02 
   Request for Quote for CSC Hardware   
   Fabrication of CSC Hard/Assuming 1 CSC   
   CSC Hardware Shipment   
Test Planning 4 10/15/02 
   Test Site Selection   
   Target Site Selection   
   No. of Tests   
   Explosive Loading/Assuming 1 CSC  11/11/02 
Memorandum Report/Design of Shaped Charge  11/13/02 
Shipment of Loaded Charge to TTR  11/18/02 
CTH Code Analyses  (1) 4 11/19/02 
   CSC Design 1   
Testing at TTR (3) 2 11/22/02 
   Shipment of Hardware   
   Test Setup Hardware Fabrication   
   Shipment of Test Setup Hardware   
   Test Setup   
   Conduct Test  11/23/02 
Documentation/Final Summary Report  12/30/02 

 
(0) Project work started about June 11, 2002 
(1) Includes computer time/work performed in Dept. 9231, 9232, or 5725. 
(2) Includes two sets of CSC and explosive hardware (explosive loading site to  

be determined depending on selected explosive) 
(3) Includes only Sandia personnel attendance at test site 
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Table 2.  Sidewinder Tuff Rock Parameters 
 

PARAMETER VALUE COMMENT 
Dry Density 1.8–2.0 g/cc Measure at TTR Site* 
Total Porosity 23.6%  
     Saturation 14.1%  
     Air Voids 20.2%  
Young’s Modulus 9.9 Gpa Reference 66 
Bulk Sound Speed 0.31 cm/us  
Unconfined Compressive Strength 0.0005 Mb Measured 
 0.0008 Mb Calculated 
 4420 psi Reference 67 
Confined Compressive Strength 100–200 Mpa  
Mean Failure Stress/Simple Tension 0.000033 Mb Reference 68 
Poisson’s Ratio  0.21–0.27 Reference 68 
Bulk Modulus 91 Kb Reference 68 
Tangent Modulus(50%) 0.80 x 10^6 Reference 67 
*  Measured from core samples taken at TTR test site (data between 3.5 and 17 feet) 
 

 
Table 3.  Octol Explosive Parameters 

 
PARAMETER VALUE 

  
1.  Composition:  
      HMX 75 WT.% 
      TNT    25 WT.% 
2.  Atomic Composition  
     Carbon: 1.78 
     Hydrogen: 2.58 
     Nitrogen: 2.36 
     Oxygen: 2.69 
3.  Density: (g/cc)  
      TMD: 1.843 
       Nominal: 1.81 
4.  Melting Temp.: > 80 C 
5.  Detonation Energy:  
      Calculated:  H20 (l): 1570 cal/g (6.57 MJ/g) 
      Calculated:  H20 (g): 1433 cal/g (5.98 MJ/g) 
6.  Heat of Formation: +2.57 Kcal/mol (+11.9 KJ/mol) 
7.  Detonation Velocity: 8.48 mm/us (@ 1.81 g/cc) 
8.  Detonation Pressure: 342 kbar 
9.  Gurney Constant(cm/us)^.5 0.281 
10.  Explosive Exponent 3.06 
11.  Oxygen Mass Balance (%) -27.0 
12.  Gas Generation (mole/g) 0.0333 
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Table 4.  SCAP Code Input File 

 
 

Table 5.  Parametric Study/Variable CSC Liner Materials 
 
Liner:  1.0 in. thick, 80 degrees Apex Angle 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us,  
Total Weight:  562 lb (including Primasheet booster) 

 Housing/Tamper:  Aluminum, 0.5 in. thick 
 CSC Total Length:  28.5 in. 
 CSC Total Weight:  828 lb 
  
 

LINER 
MATERIAL 

STANDOFF 
(in.) 

JET 
PENETRATION 

(ft) 

ENTRANCE 
HOLE 

DIAMETER 
(in.) 

BOTTOM 
HOLE 

DIAMETER 
(in.) 

JET TIP 
VELOCITY 

(cm/us) 

Aluminum 116 (4.4 CD) 10 11 6 0.67 
Copper 62 (2.3 CD) 18.9 14.2 5.2 0.51 
Tungsten 26.5 (1 CD) 30 ++ 8.5 3.1 0.36 
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Table 6.  CSC Hardware Weights 
 

CSC HARDWARE MATERIAL WEIGHT 
(lb) 

TOTAL 
WEIGHT 

(lb) 
1.  Conical Liner Copper 187.7 187.7 
2.  Explosive Housing Aluminum   
         Cylinder  125.2  
          Frustum of Cone  20.0  
          Plate  5.0  
          Retainer Ring  8.2 158.4 
3.  Explosives    
          Main Charge Octol 600.0  
           Booster Charge Primasheet 9.6  
          Pellets (2 Each)  Tetryl 5.5 grams  
          Rp-1 Detonator PETN/RDX 626 grams 611.0 
4.  Total CSC Hardware   957.2 
5.  CSC Support Platform Steel 269.2 269.2 
6.  Total CSC Hard. + Platform   1226.3 
7.  TTR Shipping Box Plywood 40 40 
8.  Total Shipping Wt. to TTR   1266.3 
 
Tetryl Pellets:  1.71 g/cc, V=1.61 cc, W=2.75 g per pellet, W=5.5 g per 2 pellets 
Retainer Ring:  2.77 g/cc, V = 1337.8 cc, W = 3705 g = 8.17 lb 



 

39

Ta
bl

e 
7.

  S
C

A
P 

C
od

e 
Sh

ap
ed

 C
ha

rg
e 

Je
t P

en
et

ra
tio

n 
in

 S
id

ew
in

de
r T

uf
f P

re
di

ct
io

ns
 V

er
su

s 
M

ea
su

re
d 

Te
st

 D
at

a 
C

om
pa

ris
on

s 
 

SO
U

R
C

E 
P JE

T 
PE

N
. 

(ft
) 

D
he

 
EN

TR
A

N
C

E 
H

O
LE

 
D

IA
. (

in
.) 

D
hb

 
B

O
TT

O
M

 
H

O
LE

 
D

IA
. (

in
.) 

D
ct

 
SU

R
FA

C
E 

C
R

A
TE

R
 

TO
P 

D
IA

. 
(in

.) 

D
cb

 
SU

R
FA

C
E 

C
R

A
TE

R
 

B
O

TT
O

M
 

D
IA

. (
in

.) 

H
ct

 
SU

R
FA

C
E 

C
R

A
TE

R
 

D
EP

TH
 

(in
.) 

H
cb

 
SU

R
FA

C
E 

C
R

A
TE

R
 

B
O

TT
O

M
 

D
EP

TH
 

(in
.)  

D
sp

al
l 

SU
R

FA
C

E 
C

R
A

TE
R

 
SP

A
LL

 
D

IA
. (

in
.) 

SC
A

P 
C

od
e 

18
.9

 
11

.3
 

7.
0 

21
.0

 
14

.2
 

9.
8 

36
 

N
on

e 

Te
st

 
M

ea
su

re
 

19
.5

 
10

 
10

.0
* 

28
.0

 
10

 
7.

0 
15

.0
 

87
 

Pr
og

. 
D

es
ire

d 
>1

5 
12

–1
5 

12
–1

5 
N

on
e 

12
–1

5 
N

on
e 

N
on

e 
N

on
e 

 
* 

 - 
/ +

 
  C

op
pe

r s
lu

g 
m

ay
 h

av
e 

pl
ug

ge
d 

ho
le

 a
t t

hi
s d

ep
th

; h
ol

e 
in

 tu
ff

 c
ou

ld
 b

e 
se

ve
ra

l f
ee

t d
ee

pe
r. 

  



 

40 

 
 

Table 8.  28 Inch Dia. Shaped Charge (SC) Jet Penetration and Hole Diameter 
Measurements in Tuff Rock 

 
  Conical Shaped Charge:  28 in. O.D., copper liner,  

       80 degree Apex Angle, 
       Al Housing, 923 lb tot. wt. 

  Explosive:  Octol (75% HMX/25% TNT), 1.8 g/cc, Cast, 600 lb 
  Detonator:  RP-1 (EBW), (252 g PETN, 375 g RDX), 626 g total 
  Booster Charge:  Primasheet 1000, 80% PETN, 1.46 g/cc, 10.8 LB 
  Booster Pellets:  Tetryl explosive, 2 each,  
    0.5 dia. x 0.5 inch long, 1.71 g/cc 
  Standoff:  54 inches 
  Target:  Sidewinder Welded Tuff 
  SC, Penetrator & Support Structure Tilt Angle:  2° 
  Tonapah Test Range (TTR) Site:  Myer’s Ridge 
  Test Date:   11/23/02 Temp.:  55 ° F  Time:  3:00 p.m. 
 

PARAMETERS VALUE 

1.   Jet Penetration (P) 19.5 feet 
2.   Tuff Surface Spall Diameter  87 inches 
3.   Surface Crater Diameter 28 inches 
4.   Upper Surface Crater Depth 7 inches 
5.   Lower Surface Crater Total Depth 16 inches 
6.   Entrance Hole Diameter (De) 10 inches 
7.   Bottom Hole Diameter (Db) 10 inches 
8.   Distance/Nose-Shaped Charge 6.0 inches 
11.  Distance/Nose to Detonator 4.25 inches 
12.  Radiator Hose Vertical Length 10 feet 
13.  Radiator Hose Horizontal Length 50 feet 
14.  Fireset Distance from Charge 250 feet 
15.  Instrumentation Trailer Distance 1100 feet 
16.  Personnel Distance from Charge 9890 feet 
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Figure 1.  Conical Shaped Charge Configuration 
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Figure 2.  CSC Copper Cone/Explosive Side 
 

 
 

Figure 3.  CSC Copper Cone/Air Side 
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Figure 4.  CSC Cone – Cylinder, Aluminum, Explosive Housing 
 

 
 

Figure 5.  Explosive Housing Inside View 
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Figure 6.  Explosive Housing Outside View 
 

 
 

Figure 7.  CSC Cone Retainer Ring (Aluminum) 



 

45 

 
 

Figure 8.  Aluminum, Explosive Cover Plate 
 
 

 
 

Figure 9.  CSC Steel Support Platform (0.5 x 40 x 40 in. Al, 269.2 lb) 
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Figure 10.  Assembled CSC 
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Figure 11.  SCAP Code Model Geometry 
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Figure 12.  Jet Formation at +75 Microseconds/Detonation Wave  
 at Base of Explosive 
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Figure 13.  Jet Formation at +150 Microseconds 
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Figure 14.  Jet Formation at +250 Microseconds 
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Figure 15.  Jet Formation at +350 Microseconds 
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Figure 16.  Jet Formation at +450 Microseconds 
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Figure 17.  Jet Formation at +550 Microseconds 
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Figure 18.  Jet Velocity Versus Dimensionless Distance  
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Figure 19.  Explosive Housing/Tamper Velocity Versus Distance  
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Figure 20.  Jet Penetration Versus Standoff 
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Figure 21.  Jet Penetration Versus Hole Radius/Diameter Profile 
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Figure 22.  Jet Penetration Versus Time 
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Figure 23.  Jet Penetration Versus Jet Velocity 
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Figure 24.  Accumulated Jet Mass Versus Jet Velocity 
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Figure 25.  Accumulated Jet Momentum Versus Jet Velocity  
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Figure 26.  Accumulated Jet Kinetic Energy Versus Jet Velocity  
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Figure 27.  Jet Generated Hole Volume Versus Standoff 
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Figure 29.  Overall Test Configuration  

 
 

Figure 30.  CSC Installed on Structure and Below Penetrator 
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Figure 31.  Post-Test Hole in Tuff, Penetrator, and Support  
 

 
 

Figure 32.  Post-Test, Tuff Rock Surface Crater, and Hole 
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Figure 33.  Penetrator Nose Area/Nose Piece Missing 
 

 
 

Figure 34.  Penetrator Nose Recovered Near Hole 
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APPENDIX A 

PIECE-PART AND ASSEMBLY DRAWINGS FOR THE FINAL CSC 
DESIGN DRAWINGS 
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APPENDIX B 

CONICAL SHAPED CHARGE ASSEMBLY PHOTOS 
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Figure B1.  Installation of Cone Retainer Ring on Support Platform 
 

 
 

Figure B2.  Retainer Ring Threaded Outer Perimeter 
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Figure B3.  Cone Installed in Retainer Ring and Support Platform 
 

 
 

Figure B4.  Aluminum Explosive Housing/Explosive Loading Fixture 
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Figure B5.  Aluminum Housing/Loading Fixture/Lifting Eye Bolt 
 

 
 

Figure B6.  Housing Being Assembled with Copper Cone and Ring 
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Figure B7.  Ring, Cone, and Housing Assembly 
 

 
 

Figure B8.  Support Platform, Ring, Housing, and Loading Fixture 
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Figure B9.  Wood Blocks, and Foam Ring for Hardware Shipping  
 

 
 

Figure B10.  Aluminum, Explosive Cover Plate on Aluminum Housing 
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APPENDIX C 

SCAP CODE PARAMETRIC STUDY DATA/COPPER LINER 

 
Note: Data points indicated by symbols in Figures C1–C6 are predicted data using the SCAP 

code.  The solid line is a least squares fit of the data.  The least squares fit equation is also 
shown in the figures. 
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Table C1.  Copper Liner/28 Inch O.D. CSC/SCAP Predictions 
 
 Liner:  Copper, 26.5 inch I.D.,  28 inch O.D. 
 Target:   Sidewinder Tuff Rock 
  

CHARGE 
LENGTH 
(in.) 

S.O. 
(in.) 

APEX 
ANGLE 
(deg) 

LINER 
THICK 
(in.) 

P 
JET 
PEN. 
(in.) 

De 
ENTR. 
HOLE 
DIA. 
(in.) 

Db 
BOTT. 
HOLE 
DIA. 
(in.) 

Vj 
JET 
TIP 
VEL. 
(cm/us) 

Dj 
JET 
DIA. 
(in.) 

20.5 132 80 0.98 133 13.5 5.9 0.47 2.0 
26.0 70 60 0.55 173 10.3 4.5 0.67 1.7 
22.0 174 70 1.2 130 10.1 5.5 0.47 1.8 
22.0 131 80 1.2 116 10.6 5.7 0.44 2.0 
22.0 131 90 1.2 108 8.5 5.3 0.44 2.0 
28.4 89.5 60 0.75 161 17.6 5.2 0.58 2.0 
28.4 179.0 60 1.5 138 14.9 6.3 0.45 2.0 
28.5 179 90 0.75 132 10.4 5.2 0.48 2.0 
28.5 41 80 0.75 146 12.8 5.2 0.54 2.0 
28.5 62 80 1.5 122 11/3 7.3 0.44 2.0 
28.5 62 80 0.55 155 9.9 4.2 0.61 2.0 
28.5 62 70 0.75 158 12.0 6.3 0.57 2.0 
28.5 55.9 80 0.75 226.4 14.2 5.2 0.51 2.0 
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Table C2.  Parametric Study/Variable Apex Angle 
 

Liner:  Copper, 26.5 in. I.D. 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us,  

Total Weight:  562 lb (including Primasheet booster) 
 Housing/Tamper:  Aluminum, 0.5 in. thick 
 CSC Total Length:  28.5 in. 
 CSC Total Weight:  828 lb 
 

 APEX 
ANGLE 
(deg.) 

LINER 
THICK. 

(in.) 

CSC 
CHARGE 
TOTAL 

LENGTH 
(in) 

S.0. 
(in.) 

PEN. 
(in.) 

PEN. 
(ft) 

ENTR. 
HOLE 
DIA. 
(in.) 

BOTT. 
HOLE 
DIA. 
(in.) 

JET 
TIP 

VEL. 
(cm/us) 

60 0.55 26 70 173 14.4 10.3 4.5 0.67 
60 0.75 28.4 90 161 13.4 17.6 5.2 0.58 
60 1.50 28.4 179 138 11.5 14.9 6.3 0.45 
70 0.75 28.4 62 158 13.2 12 6.3 0.57 
70 1.2 22 174 130 10.8 10 5.5 0.47 
80 0.55 28.4 62 155 12.9 9.9 6.3 0.57 
80 0.75 28.5 62 189 15.7 11.3 5.2 0.52 
80 0.75 28.5 55.9 226.4 18.9 14.2 5.2 0.51 
80 0.75 28.4 41 146 12.2 12.8 5.2 0.54 
80 1.00 28.4 62 178 14.8 12 5.5 0.48 
80 1.20 22 131 116 9.7 10.6 5.7 0.45 
80 1.50 28.5 62 122 10.2 11.3 7.3 0.44 
80 2.00 28.5 41 124 10.3 14.2 9.6 0.37 
90 0.75 28.5 104 181 15.1 8.5 5.2 0.49 
90 0.75 28.5 179 132 11.0 10.4 5.2 0.48 
90 1.2 22 131 108 9.0 8.5 5.3 0.44 

100 0.5 28.5 62 173 14.4 9 4.4 0.47 
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Table C3.  Parametric Study/Variable Liner Thickness 
 

Liner:  Copper, 80 degrees Apex Angle 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us,  
 Total Weight:  600 lb (including Primasheet booster) 

 Housing/Tamper:  Aluminum, 0.5 in. thick 
 CSC Total Length:  28.5 in. 
 

COPPER 
LINER 

THICKNESS 
(in.) 

STANDOFF 
(in) 

JET 
PENETRATION 

(ft) 

ENTRANCE 
HOLE 

DIAMETER 
(in.) 

BOTTOM 
HOLE 

DIAMETER 
(in.) 

JET 
TIP 

VELOCITY 
(cm/us) 

0.75 104 (3.9 CD) 16 10 5 0.52 
1.00 62 (2.3 CD) 15 12 6 0.48 
2.00 41 (1.5 CD) 10 14 10 0.37 

  
 

Table C4.  Parametric Study/Variable Standoff 
 

Liner:  Copper, 0.75 in. thick, 80 degrees Apex Angle 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us, 
Total Weight:  600 lb (including Primasheet booster) 
Housing/Tamper:  Aluminum, 0.5 in. thick 
CSC Total Length:  28.5 in. 
CSC Jet Tip Velocity:  0.52 cm/us 

 
STANDOFF 

(in.) 
JET 

PENETRATION 
(ft) 

ENTRANCE 
HOLE 

DIAMETER 
(in.) 

BOTTOM 
HOLE 

DIAMETER 
(in.) 

0 10 18 5 
21 13 16 5 
41 15 13 5 
83 16 11 5 

104 16 10 5 
124 16 9 5 
145 16 9 5 
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Figure C1.  Jet Penetration Versus Liner Apex Angle   
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Figure C2.  Jet Penetration Versus Liner Thickness 
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Figure C3.  Entrance Hole Diameter Versus Liner Apex Angle 
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Figure C4.  Tuff Diameter at Maximum Penetration Versus Apex Angle 
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Figure C5.  Entrance Hole Diameter and Jet Penetration Versus Standoff 
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Figure C6.  Entrance Hole Diameter Versus Penetration/Al, Cu, and W    
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APPENDIX D 

SCAP CODE PARAMETRIC STUDY DATA/ALUMINUM LINER 
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Table D1.  Parametric Study/Variable Liner Apex Angle 
 

Liner:  Aluminum, 26.5 in. I.D. 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us,  
 Total Weight:  600 lb (Including Primasheet Booster) 

 Housing/Tamper:  Aluminum, 0.5 in. thick 
 CSC Total Length:  28.5 in. 
 CSC Total Weight:  915 lb 
 

APEX 
ANGLE 
(deg.) 

LINER 
THICK. 

(in.) 

S.0. 
(in.) 

PEN. 
(ft) 

ENTR. 
HOLE 
DIA. 
(in.) 

BOTT. 
HOLE 
DIA. 
(in.) 

JET 
TIP 

VEL. 
(cm/us) 

60 0.6 70.5 8.5 14 4.7 0.8 
80 0.5 83 9.8 10 4.2 0.76 
80 0.75 106 7.5 12.2 5.2 0.58 
80 1.00 116 9.8 11.3 5.6 0.67 
80 2.16 71 6.1 16.7 7.3 0.54 
90 0.76 106 6.9 10.4 5.2 0.65 
90 2.16 106 5.9 13.1 4 0.53 
 

 
 

Table D2.  Parametric Study/Variable Standoff/Aluminum 
 

  Liner Apex Angle:  80 degrees 
  Target:  Tuff rock 
  Explosive:  PBXN-5, 1.84 g/cc 
  Liner Inside Diameter:  26.5 inches 
  Liner Thickness:  Cu:  0.65 inch, Al:  2.0 inches 

 
STANDOFF 
(in ) 

ENTRANCE 
HOLE  
DIAMETER 
(in ) 

BOTTOM 
HOLE 
DIAMETER 
(in ) 

JET 
PENET. 
(in ) 

0 16.1 9.5 19.7 
35.2 11.8 5.5 57.1 
70.5 9.3 5.5 72.3 
105.5 8.3 5.5 78.7 
140.9 7.8 5.5 72.3 
176.0 7.4 5.5 68.9 
352.4 7.4 5.5 64.9 
421.3 7.4 5.5 49.2 
527.6 7.4 5.5 47.2 
669.3 7.4 5.5 39.4 
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APPENDIX E 

SCAP CODE PARAMETRIC STUDY DATA/TUNGSTEN LINER 
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Table E1.  Parametric Study/Variable Apex Angle 
 

Liner:  Tungsten, 26.5 in. I.D. 
Explosive:  Octol (75% HMX/25% TNT), 1.843 g/cc, 0.848 cm/us,  
 Total Weight:  600 lb (including Primasheet booster) 

 Housing/Tamper:  Aluminum, 0.5 in. thick 
 CSC Total Length:  28.5 in. 
 

APEX 
ANGLE 
(deg.) 

LINER 
THICK. 

(in.) 

S.0. 
(in.) 

PEN. 
(ft) 

ENTR. 
HOLE 
DIA. 
(in.) 

BOTT. 
HOLE 
DIA. 
(in.) 

JET 
TIP 

VEL. 
(cm/us) 

60 0.76 100 30 ++ 11.3 1.6 0.38 
80 0.50 62 30++ 8.6 2.4 0.47 
80 0.76 100 30++ 8.5 3 0.45 
80 1.00 21 30++ 8.5 3 0.36 
90 0.76 102 30++ 8.5 1.6 0.375 

 
++  SCAP code was not run long enough to obtain maximum. 
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APPENDIX F 

CSC FINAL DESIGN DIMENSIONS, WEIGHTS, AND VOLUMES 
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Table F1.  Calculated CSC Final Design Dimensions, Weights, and Volumes 
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APPENDIX G 

TONAPAH TEST RANGE TEST FIXTURES/STRUCTURES 
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Figure G1.  CSC/Penetrator Weapon/Cruise Missile Body 
Cylinder/Steel Support Structure 
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Figure G3.  Steel TTR Test Support Structure/16 Feet High 
 

 
 

Figure G4.  Circular Opening at Top of Steel Support Structure 
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Figure G5.  Missile Body Simulator Cylinder 

 

 
 

Figure G6.  Penetrator Steel Support Plate 
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Figure G7.  Penetrator on Support Plate/Cruise Cylinder 
 

 
 

Figure G8.  Penetrator Being Installed in Cruise Cylinder
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